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ADDITION TO PARTS BULLETINS 


LISTED BELOW 
1028 (Issue 2) 1080 (Issue 1) 1114 (Issue 1) 
1039 (Issue 2) 1082 (Issue 2) 1116 (Issue 1) 
1031 (Issue 3) 1083 (Issue 1) 1117 (Issue 2) 
1037 (Issue 4) 1088 (Issue 2) 1121 (Issue 1) 
1063 (Issue 2) 1094 (Issue 2) 1126 (Issue 1) 
1064 (Issue 2) 1100 (Issue 2) 1130 (Issue 1) 
1072 (Issue 2) 1107 (Issue 1) 1141 (Issue 1) 
1073 (Issue 1) 1108 (Issue 2) 1142 (Issue 1) 
1074, (Issue 2) 1110 (Issue 2) 1143 (Issue 1) 


This correction sheet covers parts ordering information for the Ad~ 
justable Range Scale assembly. This assembly includes an adjusting link that 
mounts on the 90775 modified range scale to allow regulation of the engagement 
between the stop arm on the selection cam sleeve and the stop lever on the 
range scale assembly, 


In the bulletins listed above, and in connection with each range scale 
assembly shown (71696, 83562, 86154, 90086, 90775, or 90776 depending on the 
unit), add the following parts: 


119629 Link 
1050 Screw 
2191 Lock Washer 
7002 Washer 


The part numbers of the other equipment in the assembly are unchanged, 
The Adjustable Range Scale Assembly replaces the previous Range Scale Assembly, 
and orders for the old part numbers will be filled accordingly. 


The two assemblies are interchangeable on the printer. Due to the 
modifications in the range scale, however, it is necessary to order a complete 
assembly to convert existing apparatus. 


1050 SCREW 
2191 WASHER, LOCK 
7002 WASHER , FLAT 


19629 LINK 


RANGE SCALE 


Printed in U.S.A. 


